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Chassis 

Color Black 

Size 180mm*176mm*30mm（Length*Width*Height） 

Construction Fanless 

Material Galvanized steel 

 

Board 

Model DJP-W190 

CPU Intel® Celeron J1900 @ 2.0GH 

Graphic Intel® HD Graphics 

Dram 1xDDR3/1.35V/4GB ,max up to 8GB 

Storage 
2.5"HDD Option 

SSD Support m-SATA (Option) 

 
 

 

Interface 

Ethernet 1* LAN（RTL 8111F Gigabit LAN） 

Audio 1* MIC,1*Line-out 

USB 4*USB2.0 

Display 1* VGA,1*HD Output 

Extension 
slot 

1* JAE TX25 OPS_C standard solt（80pin） 

LED N/A 

Power on/off Power Switch 

Wifi 2* WIFI/3G SMA antenna （Option） 

Power Power 12V/5A adaptor (Support wide rang 8V~36V ) 

 

Reliability 

Installation OPS slot installation 

Operation 

Temperature 
10℃～60℃ 

Storage 
Temperature 

-20℃～70℃ 

Relative 
Humidity 

5%-95% relative humidity, non-condensing 

Vibration 0.5g rms/5-500HZ/random/operating 

 

Model : DJP-W190 
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IO Interface Product Feature 

 
⚫ Bay- Trail SOC Integrated 

⚫ Intel®  Celeron®  processor J1900 (up to 2.42 GHz) 

⚫ One RTL8111F Gigabit LAN, support wake on Lan 
 

⚫ Intel HD Graphics , Support VGA, HD display out 

⚫ Fanless 
 

⚫ Support 1*JAE TX25 OPS_C slot 
 
 

 

Dimension Configuration 
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